INCH

1

Dwg: L\ 2012\ 5 2-0309\DWG\WIP\MASTER\ I~ 0.0.0WG

Author: &MY NICHOLS

X'Ref:  ATB.dwg,

Pen Table: JPC STD.CTB

Date/Time: 4/26/2012 7:21 PM

Site Plan

o Floor 5 Building Code 2009 INTERNATIONAL BLDG CODE (IBC),
R e — = ——S=SESS 3500 Carillon Point WAC 51-50
_ A Kirkland, WA 98033 Fire Code 2009 INTERNATIONAL FIRE CODE (IFC),
—— e e e Weanaton Bha B INCL. APPENDIX B&C
o e ‘ B eubic CONSTRUCTION TYPE: Energy Code 2009 WASHINGTON STATE ENERGY CODE
S—— — e — Pedestrian TYPE — 1A, FULLY SPRINKLERED
T T TN = e e T T . Mﬂ#ﬁ‘ﬁﬂm—mTT Traii Entry (WSEC)» WAC 51-11
.\\\ M‘ - | . .
‘ i == T o T , ZONE: Mechanical 2009 INTERNATIONAL MECHANICAL CODE (IMC),
PROJECT SITE e 5500 Parking Gcragelui L L /J PLA-15A COMMERCIAL Code WAC 51-52
\ i ‘ H% &, L J{F, E , ‘ Electrical JUNE 22, 2009 WA CITIES ELECTRICAL CODE,
. . TEERARRE gﬁﬁm@%@-ﬁuﬁ%ﬁ@ H U T T U T T T U T 1 OCCUPANCY: Code PARTS 1 & 3 AS PUBLISHED BY WA ASSOC.
Carillon Point T %ﬂm“w' s . LIS B BUSINESS OF BLDG OFFICIALS
: e S— S . Plumbing 2009 UNIFORM PLUMBING CODE (UPC), WAC
AL T Al §~ L pr— TENANT SQUARE FOOTAGE: , ) ,
Buildi 3000 VL JERRNREREN == 1 1T e (area of work) Code 51-56 & 51-57 INCL. APPENDIX CHAPTERS H
uiaing A EIBE - A 1536 SF & L — EXCL. SECTIONS L5-17 & "LAWN
N\ B0 certen T — = F - SPRINKLER HEAD" FROM TABLE 6-4 OF
TRy b P ELECTRICAL, MECHANICAL, PLUMBING & FIRE _ | APPENDIX L ]
Kiu /@// v PERMITS TO BE DEFERRED SUBMITTAL Zoning Code  CITY OF KIRKLAND ZONING CODE
- - — ST e — Accessibilit 2003 ACCESSIBLE & USABLE BUILDINGS &
e INJ Yy
— ;;—J]// oo — Code FACILITIES (ICC/ANSI AT17.1) WAC 51-50-005
] COnHoﬁ Paoint _\\_Il
r [
N ‘ /"~ Refuse j —
i . \XC Containers \/“\/J
3 o \\ \J‘"‘\\\/K
\ //\ Showers and . - =
\ [ ) W showers ¢ — .
WDy RS _— Legal Description:
— =

Sheet List Table

Sheet Number Sheet Title

~0.0 Cover Sheet

[=0.1 General Notes & Symbols

[-CS~1 Code Summary

=15 Demolition Plan

[-3.5 Floor Pian

(=45 Reflected Ceiling Plan

i-6.5 Finish Plan & Finish Specifications
~9.1 Construction Details & Elevations

Code Information:

PROJECT ADDRESS:

APPLICABLE EDITIONS OF BUILDING CODES:
CarillonPoint

TAX PARCEL #: 172505-9058

POR GL 1 & 2 & BLKS F & G OF THE 2ZND SUPL PLAT OF LK WN SH LDS TGW 2ND CL SHLDS ADJ
ALL LY WLY OF W MGN LK WN BLVD-LESS POR N OF S LN OF N 1076.80 FT SD GL 1 & TS WLY
PROD — LESS POR THOF S OF LN BEG AT NXN 1902.66 FT S & PLW N LN GL 1 & W MGN LK WN
BLVD TH S 05-09-13 E ALG W MGN 75 FT TO TPOB OF DESC LN TH N 88—-35-53 W TO INNER
HARBOR LN & TERMINUS THIS (N — LESS POR CONV BY REC 8907281497 AKA LOT B KK ALT LL
#LL-91-50 REC 9104302101

Vicinity Map:

}J L ARPOUER T b £ "
. e : He 83rg Se = ;
Marina Pump : oS é
Gut Facility | dawghton 5 Ww:;::\rzmst
Lh ‘;‘.‘eﬁ‘}m;& . § ‘
He 58w S i Mo S8t 5t
’ :_:;’ :: e Sith ot
§ f bee 95th St
% . jt; He bing St Z; §
‘% B é% He A7t P ) 'g
4 5% ‘~ g’é 2 Ne 45th S
: 2 Y -
;: g %‘: e 45th St
Project Team:
Property Manager: Architect:
/ CARILLON PROPERTIES JPC ARCHITECTS, PLLC
e S 4100 CARILLON POINT 909 112TH AVE NE
\_F_ ......... e T T T T S KIRKLAND, WA 98033 SUITE 2086
W BELLEVUE, WA 98004

TEL: 425-822-1700

FAX: 425-828-3094

KURT MILLER
kurt@carillonprop.com

(425) 641-9200

AMY NICHOLS
amyn®jpcarchitects.com

General Qontracmr:

s S

CONSULTING GROUP, INC.

Carillon Point B3000
Floor 5

3500 Carillon Point
Kirkland, WA 98033

DESIGN JPC
DRAWN SG/IAN
CHECKED CP/AN
NO. 12-0309

04/27/12 Permit Set

i

1-0.0

© 2011, 4PC Architecis, PLLC



INCH

1

1.OWG
A\ATB.dwg,

Dwg: L:\2012\ 120308 \DWG\WIP\MASTER\ |~0.

Author: AMY NICHOLS

X'Ref:

Pen Table: JPC STD.CTB

Date/Time: 7/28/2011 2:30 Pi

2

E

CONSULTING GROUP, INC.

Carillon Point B3000
Floor 5

3500 Carillon Point
Kirkland, WA 98033

DESIGN JPC
DRAWN SGIAN
CHECKED CPIAN
NO. 12-0309

04/27/12 Permit Set

General Notes &
Symbols

1-0.1

Abbreviations: General Notes: Demolition Notes: Electrical Notes: Reflected Ceiling Notes:
. 1. COORDINATE THE WORK OF ALL TRADES INVOLVED IN THE CEILING
A/C AIR CONDITIONING 1. REFER TO BASIC BUILDING SPECIFICATIONS, REQUIREMENTS AND STANDARDS FOR 25. AL GYPSUM BOARD PARTITIONS SHALL BE TAPED, SPACKLED AND SANDED SMOOTH 1. OBTAIN DEMOLITION PERMITS AND INCLUDE ALL COSTS OF SAME IN 1. FURNISH AND INSTALL ALL FIXTURES, ASSOCIATED TRIM AND FIXTURE WORK TO ENSURE CLEARANGES FOR FIXTURES. DUCTS, PIPING. CEILING
ACT ACOUSTICAL CEILING TILE EXISTING SHELL AND CORE CONSTRUCTION. ALL WORK IS TO BE COMPATIBLE WITH WITH NO VISIBLE JOINTS. PATCH AND REPAIR SURFACES TO MATCH ADJACENT OR CONTRACT PRICE. LAMPS AS REQUIRED. ONLY NEW OUTLETS /FIXTURES ARE SHOWN. SUSPENSION SYSTEM, £1C. NECESSARY TO MANTAIN THE FINIHED
AFF ABOVE FINISH FLOOR EXISTING CONSTRUCTION, ADJOINING SURFACES WHERE REQUIRED. ALL SURFACES SHALL BE ALIGNED. . ALL EXISTING OUTLETS UNAFFECTED BY CONSTRUCTION ARE TO REMAIN CEILING HEIGHTS INDICATED ON ARCHITECT'S DRAWINGS.
ALT. ALTERNATE , 2. FURNISH ALL LABOR AND MATERIALS/EQUIPMENT TO COMPLETE AND ARE TO BE INTEGRATED INTO THE CURRENT SCHEME WHERE
APPROX. — APPROKIATE 2. ALL WORK SHALL CONFORM TO APPLICABLE CURRENT FEDERAL, STATE AND LOCAL 26. MODIFY EXISTING SUBSTRATE AS REQUIRED TO RECEIVE NEW FLOORING MATERIALS, THUS DEMOLITION AND REMOVAL OF ALL ITEMS AS INDICATED. POSSIBLE. 2. PERMETER CEILNG ANGLE. WHERE OCCURS. SHALL BE INSTALLED TIGHT
BD BOARD CODES. THE CONTRACTOR IS TO PROVIDE FOR ALL REQUIRED NOTIFICATION OF AND PREVENTING NOTICEABLE LUMPS OR DEPRESSIONS. " 7O VERTICAL SURFACES, FREE FROM CURVES. BREAKS OR OTHER
BLDG  BUILDING COORDINATION WITH CITY AND STATE AGENCIES, AND PROVIDE REQUIRED PERMITS. ALL 3. CONTRACTOR SHALL KEEP CONSTRUCTION AREA FREE OF DUST AND 2. SURVEY FIELD CONDITIONS AND VERIFY THAT WORK IS FEASIBLE AS IRREGULARITIES AND PAINTED TO MATCH CEILING. FINISH
BLK BLOCK TESTS AND INSPECTIONS ASSOCIATED WITH OBTAINING APPROVALS TO PROCEED WITH 27. ALL WORK SHALL BE ERECTED AND INSTALLED PLUMB, LEVEL, SQUARE AND TRUE. DEBRIS FOR THE DURATION OF CONSTRUCTION. SHOWN. VERIFY LOCATION OF ALL OUTLETS IN RELATION TO '
BLKG  BLOC : AS REQUIRED. NOTIFY ARCHITECT :
- AND COMPLETE THE WORK SHALL BE PAID FOR BY THE CONTRACTOR. STRUCTURAL AND OTHER FLEMENTS
oL BT sTaNDaRD 28. REFER TO MILLWORK SHOP DRAWINGS FOR SPECIFIC DETALS OF COORDINATION BETWEEN | 4. IF ANY QUESTIONS ARISE AS TO THE REMOVAL OF ANY MATERIAL, IN WRITING OF ANY DISCREPANCIES BEFORE PROCEEDING WITH WoRk, | % [ JAHISH AND INSTALL AL ASSOCIATED TRIM AND SEISMIC BRACING AS
BU BULT UP 3. THE INTENT OF THE CONTRACT DOCUMENTS IS ;o RINCLUNDAE::B&LLl r\jl?é%RC/)\Fé LQNQSMSEE;\@ALS’ DRYWALL/MILLWORK CONDITIONS. g%@%mq@g POINT IN QUESTION WITH THE ARCHITECT BEFORE FAL DRANINGS DETERMINE LOGKTION AND TYPE (ARGHTEGT '
EQUIPMENT AND TRANSPORTATION NECESSARY O EASO _ . 3. ARCHITECTURAL DR RMIN 4. LIGHT FIXTURES, NEW SPRINKLERS AND OTHER CEILING ELEMENTS
CAB CABINET NECESSARY FOR THE EXECUTION OF THE WORK. BY SUBMITTING A PROPOSAL, THE 29. ALL GLASS SHALL BE CLEAR TEMPERED GLASS, UNLESS OTHERWISE NOTED. GLAZING TO VERIFY W/ ENGINEER) OF ALL OUTLETS AND TAKE PRECEDENCE SHALL BE CENTERED IN THE 2'X2" SECTION OF INDIVIDUAL CEILING
e SLEARONGE) CONTRACTOR REPRESENTS THAT THOROUGH EXAMINATION OF THE SITE AND ALL EXISTING TONG MARKS SHALL NOT BE VISIBLE. CLEAN AND POLISH ALL GLASS PRIOR TO 5. AT COMPLETION OF DEMOLITION WORK, THE CONSTRUCTION AREA(S) OVER ALL OTHERS, U.N.O.. ELECTRICAL ENGINEER'S POWER PLAN TLES UN.O. (EXIST. SPRINKLERS. TO REMAIN UNLESS CONFLICT WiTH
coL COLUMN CONDITIONS AND LIMITATIONS HAVE BEEN MADE AND THAT THE CONTRACT DOCUMENTS PROJECT DELIVERY. SHALL BE LEFT IN "BROOM CLEAN” CONDITION. ALL DEBRIS AND SHALL GOVERN THE WIRING LAYOUT AND INSTALLATION IN COMPLIANCE NEW ELEMENTS). '
CONC CONCRETE HAVE BEEN EXAMINED IN COMPLETE DETAIL, AND THAT T IS DETERIf(\)/l:\jf\lstD'A\RBEEYSOUr\iFE;[ClENT ‘T 0 £ PARTITION. PROVIDE. NON-COMBUSTIELE MISCELLANECUS MATERIAL SHALL BE REMOVED. WITH ALL LAWS APPLICABLE AND ENFORCED BY GOVERNING :
CONS  CONSTRUCTION DOUBT THAT THE DRAWINGS, SPECIFICATIONS AND EXISTING CONDIT R NT, | 30, ALL MILLWORK TO BE FASTENED TO THE PA : g ~ g AUTHORITIES. a “
CORR  CORRDOR ADEQUATE AND_SATISFACTORY FOR CONSTRUCTION OF THE WORK. ~ WHERE MINOR BLOCKING FOR ALL MILLWORK NOT SUPPORTED BY FLOOR OR ABOVE 4'~0" HT. ALL 6. ALL DEBRIS REMOVAL SHALL BE PERFORMED IN ACCORDANCE WITH > ﬁi&??ﬁ;\ﬁ%m&ﬁcﬁ?&A%ﬁ%%ﬂ%[?& P oo
CPT CARPET ADJUSTMENTS 70 THE WORK ARE NECESSARY FOR THESPEE;SFSEE{\? QEMEABV?;:?Q'%O&H?ND CONCEALED LUMBER & BLOCKING TO BE FIRE TREATED. BUILDING MANAGEMENT REQUIREMENTS AND PROCEDURES. 4. OUTLETS SHOWN BACK TO BACK ON PARTITION WALLS SHALL BE , N.O
cT CERAMIC TILE INSTALLATION OF [TEMS, OR RESOLUTIONS OF CONFLICT 3 , WITHIN T OFFSET 1'~0", MAXIMUM, OR MOUNTED AT DIFFERENT HEIGHTS IF :
CTR CENTER INTENT OF THE CONTRACT DOCUMENTS, THE CONTRACTOR SHALL MAKE SUCH 31. CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR: HVAC, CARPET SEAMING, LIGHTING, 7. AS DIRECTED BY BUILDING MANAGEMENT, ALL DOORS, FRAMES, INDICATED. & Q@%SSSEF'QEOSEDTSE%&’%BEE??TS@5&5 mégggmz EgoiggMogogEi%G
DEMO  DEMOLITION ADJUSTMENTS AT NO ADDED EXPENSE TO THE OWNER. WHERE SUCH MINOR — CASEWORK. HARDWARE, MECHANICAL ITEMS, PLUMBING FIXTURES, LIGHT FIXTURES TLE AND SHALL ALLOW FOR THICKNESS OF ALl FLOOR EINEHES
DIL DETALL ADJUSTMENTS AFFECT FUNCTIONAL OR AESTHETIC DESIGN OF THE WORK, THEY SRALL ~ (INCLUDING DOWNLIGHTS AND FLUORESCENTS), AND SPECIAL EQUIPMENT | 5.  FURNITURE, IF SHOWN, IS FOR REFERENCE ONLY AND IS NOT IN :
DF DRINKING FOUNTAIN BE SUBMITTED TO THE ARCHITECT FOR REVIEW AND APPROVAL. 32. MOISTURE TEST — REQUIRED FOR ALL ON GRADE SLAB CONDITIONS DURING THE SHOWN TO BE REMOVED, SHALL BE CLEAN AND FREE OF DEFECTS, CONTRACT. U.N.O. 7. THE REFLECTED CEIUNG PLAN INDICATES THE LOGATION OF CEILING
DIA DIAMETER ) i CONSTRUCTION ESTIMATING/BUDGETING PROCESS THE GENERAL CONTRACTOR SHALL BE PROTECTED, SAVED AND REUSED AS DIRECTED HEREIN, OR RETURNED ' HEIGHTS, LIGHT TYPES. LIGHT FIXTURES. AND. ASSOCITED ITEMS
N oo O A S oG, AND) Accree it Ton THE ORK, SPECIAL RESPONSIBLE FOR® OBTAINING FROM THE BUILDING OWNER DOCUMENTATION AS TO THE TO BUILDING STOCK. 6.  COORDINATE ALL WORK RELATED TO EQUIPMENT WITH MANUFACTURER'S ’ ’ ’ " '
DR DOOR o e T o Wbk i MTERRETo OF MECHN A b VAPOR EMISSIONS RATE (MOISTURE TEST) FOR ALL "ON GRADE SLAB CONDITIONS’. THIS RECOMMENDATIONS, SPECIFICATIONS AND INSTRUCTIONS. 8. ALL SPECIFIC INFORMATION CONGERNING INSTALLATION FOR VARIOUS
DWG DRAWING CONDITIONS OR NOISY WORK, TIMING OF WORK St SCHEDULED, AT LEAST INFORMATION SHOULD THEN BE IMMEDIATELY SHARED BETWEEN THE ARCHITECT, THE 8. IN PARTITIONS TO BE REMOVED, REMOVE AND CAP ALL OUTLETS, ABOVE—CEILING ELEVENTS ARE TO BE DESIGN BULD. DOCUMENTATION
DRW  DRAWER ELECTRICAL SERVICES. NOISY OR DISRUPTIVE WORK SHALL ARCHITECTS’ SELECTED FLOORING REPRESENTATIVE(S), AND FLOORING SUB-CONTRACTOR SWITCHES, WIRES, THERMOSTATS, ETC., TO THEIR SOURCE. 7. ALL EXISTING AND NEW FLOOR SLAB PENETRATIONS FOR CONDUIT OR BY OTHERS - PERMITTED. SEDARMEL.
: Ehct ONE (1) WEEK IN ADVANCE OF THE TIME WORK IS TO COMMENCE. FOR REVIEW AND APPROVAL OF APPLICABLE MATERIALS AND ANCILLARY | BE RESPONSIBLE FOR PATCHING A1D/0R PLUMBING LINES SHALL BE FULLY PACKED & SEALED IN ACCORDANCE
EA EACH o - INSTALLATION/FINISH PRODUCTS. IF NO MOISTURE TEST CAN BE FURNISHED OR IF 9. CONTRACTOR SHAL ESPONSI WITH THE APPLICABLE BUILDING AND FIRE CODES. 9. NOTIFY ARCHITECT OF ANY CONFLICTS OF LIGHT FIXTURE LOCATIONS
B ELEVATION 5. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE H'GHE?T‘STE%NDARD OF FINDING ARE IN QUESTION THE GENERAL CONTRACTOR SHALL PERFORM THE FOLLOWING REPAIRING ANY DAMAGE CAUSED BY HIM OR HIS SUBCONTRACTORS TO WITH MAIN RUNNERS, DUCTS, STRUCTURES, HVAC, AND/OR (E)CONDUIT
FLEC  ELECTRICAL WORKMANSHIP IN_ GENERAL AND WITH SUCH STANDARDS AS ARE SPECIFIED. TESTS: EXISTING CONSTRUCTION IN ELEVATOR LOBBY, PUBLIC CORRIDORS, 8. COORDINATE NEW ELECTRICAL WITH EXISTING, WHERE OCCURS. PRIOR TO FRAMING FOR LIGHTS. ANY DISCREPANGIES BETWEEN b
0, TANDARDS. | ANY CHANGES TO SAME ADJACENT FINSH, OR 1S NOTED Hoeny | MATCH EXISTING ARCHITECT'S  CEILING GRID LOCATION & ACTUAL FIELD CONDITIONS ARE |
cup EQUPENT S AL BL SUBMITIED 10 ARCHITECT IN WRITING. FOR® APPROVAL ) A PROVIDE (3) CALCIUM CHLORIDE MOISTURE TESTS FOR THE FIRST THOUSAND SQUARE ADJACENT FINISH, OR AS NOTED HEREIN. 9. UPON COMPLETION OF OUILET LAYOUT, NOTIFY THE ARCHITECT. TO BE CLARIFIED WITH THE ARCHITECT PRIOR TO FRAMING.
EST ESTIMATE ‘ FEET AND (1) TEST FOR EVERY ONE THOUSAND SQUARE FEET THEREAFTER AT ALL 10, NO EXISTING SMOKE DETECTOR. PUBLIC ADDRESS SPEAKER. FIRE ARCHITECT SHALL SITE VERIFY ALL OUTLET LOCATIONS PRIOR TO
EXIST  EXISTING S OF ALL FINISHES OF SUCH SIZE AND NUMBER FLOORS WITHIN SCOPE OF WORK. THE CALCIUM CHLORIDE TEST SHALL BE - NO E 108, ) ¥ COMMENCEMENT OF CORING OR OUTLET INSTALLATION. 10.  SUBMIT GRILLE, THERMOSTAT, AND OTHER FIXTURE AND ELEMENT
EXP EXPANSION 7. CONTRACTOR SHALL SUBMIT SAMPLES L FINE _ : - b ALARM BOX OR SIMILAR DEVICE, INCLUDING THE ASSOCIATED WIRING » 1!
TRIBUTION OF COLOR RANGES AND PATTERN CONDUCTED IN ACCORDANCE WITH THE LATEST EDITION OF ASTM F 1869 *STANDARD ] LAYOUTS TO THE ARCHITECT FOR REVIEW AT LEAST 2 WEEKS PRIOR TO
IRE E R CABINET THAT THEY REPRESENT A REASONABLE DIS TEST METHOD" FOR MEASURING VAPOR EMISSIONS RATE OF CONCRETE SUN-FLOOR SHALL BE DAMAGED DURING DEMOLITION AND SUBSEQUENT 10.  FURNISH AND INSTALL ONLY UNDERWRITERS LABORATORIES, INC. (UL) INSTALLATION
FEC FIRE EXTINGUISHER  CAB PRIOR TO INSTALLATION FOR ARCHITECT'S APPROVAL. CONTRACTOR SHALL PROVIDE \ CONSTRUCTION. ~RELOCATION OF SMOKE DETECTORS, PUBLIC ADDRESS ABELLED DEVICES THROUGHOUT :
FF FACTORY FINISH UCT DATA FOR ARCHITEGT'S APPROVAL ON ALL SPECIA USING ANHYDROUS CALCIUM CHLORIDE. PROVIDE A WRITTEN REPORT OF FINDINGS TO SPAKERS AND FIRE. ALARM EQUIPMLNT NECESSIATED By NEw
FH FULL HEIGHT SHOP DRAWINGS AND PROD ‘ - THE ARCHITECT AS NOTED ABOVE. ' a RIORITY A 11, VERIFY FIELD CONDITIONS AND LOCATIONS OF ALL PLUMBING,
FIN FINISH(ED) ITEMS REQUIRING CUSTOM FABRICATION. (SHALL INCLUDE RATED FIRE DOORS AND CONSTRUCTION, SHALL BE ACCOMPLISHED AS A FIRST F’BE v RSD 11, INSTALL WALL MOUNTED OUTLETS 18 INCHES ABOVE FINISHED FLOOR, MECHANICAL DUCTS, STRUCTURAL ELEMENTS AND ALL OTHER RELATED
R FLOORESCENT HARDWARE). B. PROVIDE A PH PENCIL TEST AT ALL FLOORS WITHIN SCOPE OF WORK. PROVIDE A PER THE PLANS. NO ACTIVE SMOKE DETECTOR SHALL BE COVERED U.N.O. HEIGHTS SHALL BE DETERMINED FROM FINISHED FLOOR TO THE ITEMS. INSTALL NEW PLUMBING, MECHANICAL, FANS, DUCTS, CONDUITS,
FOC  FURNISH BY OWNER, N , WRITTEN REPORT OF FINDINGS TO THE ARCHITECT AS NOTED ABOVE. OR OTHERWISE REMOVED OR USED FOR OTHER THAN IT'S INTENDED CENTERLINE OF COVERPLATE, INSTALLED VERTICALLY, GROUNDING POLE AND OTHER RELATED ITEMS SO AS TO NOT CONFLICT WITH ANY/ALL
INSTALL BY CONTRACTOR 8. CONTRACTOR IS TO VERIFY ALL DIMENSIONS AND CONDITIONS ON SITE AND NOTIFY PURPOSE. AT BOTTOM, U.N.O. FIELD CONDITIONS INCLUDING. LUMINAIRES.
FOS FACE OF STUD(S) ARCHITECT OF ANY DISCREPANCIES. CONTRACTOR IS NOT 7O SCALE OFF DRAWINGS. [F REQUIRED BY THE CALCIUM CHLORIDE TEST, A WATERPROOF MEMBRANE SHALL BE ‘ _ ) \
FOC FACE OF CONGRETE . APPLIED TO ALL FLOORS WITHIN THE SCOPE OF WORK. THE WATERPROOF 11. REMOVAL OF ANY EQUIPMENT, CABLING SWITCHES, AND CONDUIT 12, MAINTAIN A 4=INCH HORIZONTAL CLEARANCE IN ALL DIRECTIONS, MIN. |9 \oral| NEw LGHT FIXTURES WITH PROTECTIVE FILM OR SIMILAR COVER
i FP?S((:)%/SEET 9. CONTRACTOR SHALL PROVIDE 18—GAUGE SHEET METAL BACKING IN PARTITIONS FOR ALL MEMBRANE(S) SHALL BE APPROPRIATED FOR EACH FINISH FLOORING APPLICATION AS PERTAINING TO DATA/COMMUNICATIONS AND TELEPHONE SHALL BE FROM EDGE OF COVERPLATE, FOR WALL MOUNTED OUTLETS, OR FROM OVER LOUVER, LENS, BAFFLE. ETC. TO AVOID FIXTURE SOLING OR
FUR FURRED,/FURRING WALL—MOUNTED FIXTURES AND DEVICES UNLESS INDICATED OTHERWISE ON THE SPECIFIED BY THE SPECIFIC FLOORING MANUFACTURER VIA THE ARCHITECT. A LICENSED VERIFIED WITH TELEPHONE COMPANIES AND TENANT. EDGE OF MONUMENT FOR FLOOR MOUNTED OUTLETS, WHEN ADJACENT DAMAGE. FIXTURES SHALL BE. MAINTANED. CLEAN AND AS NEW. AL
DRAWINGS. INSTALLER SHALL BE UTILIZED FOR INSTALLATION/APPLICATION OF EACH SPECIFIC 12 REMOVE ALL EXISTING MATERIALS WHICH WOULD CAUSE RISES OR TO A WALL, COLUMN, OR SIMILAR ELEMENTS, U.N.O. LAMPS SHALL BE NEW AT PROJECT COMPLETION — RELAMP EXISTING
. . 2 T ITTEN - i FIXTURES.
o OMUGE e eTOR 10. ALL FLOORS SHOULD BE LEVEL AND NOT VARY MORE THAN 1/4" IN 10'-0". THE MEMBRAN S(Qifgé‘*cﬁ%\%%% i FLOORING gg(m)ggg@xr\f\c'\? SR LA, DEPRESSIONS N NEW FLOORNG SURFACE, SUCH AS FASTENERS, | 13, INDICKTED DINENSIONS ARE TO THE CENTER OF THE COVERPLATE R
oL GLASS /GLAZING CONTRACTOR SHALL NOTIFY ARCHITECT OF ANY CONDITIONS THAT DO NOT MEET THIS MANUFACTURES INSTALLATION REQUIREMENTS TO ENSURE AND UPHOLD ALL CARPET Dt ELASH e oyl IERT FLODR COVERINGS, ' A T SLISTERS OF G oy, LIMENSIONED 1O oS ER 143 CONTRACTOR T0 VERIFY CODE COMPUANCE OF EXISTING ACOUSTICAL
GwB GYPSUM WALL BOARD STANDARD. PERFORMANCE AND LIFE CYCLE GUARANTEES. : ’ ' ’ PR NPE UNo CEILING GRID SYSTEMS AND ASSOCIATED SEISMIC BRACING RESTRAINTS.
. } : , P U SYSTEMS FOUND NOT IN COMPLIANCE SHALL BE MODIFIED AND/OR NEW
HC HOLLOW CORE 11, ALL MATERIALS INDICATED TO MATCH EXISTING SHALL DO SO WITH RESPECT TO SIZE, , ] 13, DEMOLITION IS NOT NECESSARILY LIMITED TO WHAT IS SHOWN ON
HCPD - HANDICAPPED SHAPE, COLOR, TEXTURE, PATTERN, QUALITY AND METHOD OF INSTALLATION INSOFAR 33. CONCRETE SLAB ON GRADE REPAR — MINOR SCOPE (100 SQUARE FEET OR LESS) DRAWINGS. THE INTENT IS TO INDICATE THE GENERAL SCOPE OF 14, ELECTRICAL SWITCH AND OUTLET COVER PLATES, SURFACE HARDWARE, PROVIDED AS REQUIRED BY CURRENT BUILDING CODES (INCLUDING, BUT
NOWR  HARDWARE AS PRACTICABLE AND SHALL BE APPROVED BY THE ARCHITECT BEFORE USE. ‘ _ . DEMOLITION REQUIRED TO COMPLETE THE WORK IN ACCORDANCE WITH ETC. SHALL BE INSTALLED AFTER PAINTING AND/OR APPLICATION OF NOT LIMITED TO; CURRENT 1BC WALL MOLDING (2" ANGLE) AND SEISMIC
HD HARDWARE WHERE CONCRETE SLAB ON GRADE INFILL AND TRENCHING MUST OCCUR; CONDUCT THE THE CONTRACT DRAWINGS. WALLCOVERINGS & CARPRT SP=GIFED. SEPARATION JOINTS),
HORIZ HORIZONTAL 12, ALL FIREPROOFING DISTURBED DURING CONSTRUCTION SHALL BE RFPLACED TO MATCH APPROPRIATE UNDER SLAB INVESTIGATION (VIA SONO~GRAPH AND/OR X—RAY) TO v
HR HOUR QUIRED APPROVALS LOCATE EXISTING UTILITIES OR OTHER OBSTRUCTIONS THAT SHOULD NOT BE DAMAGED. 14.  RATED WALLS SHALL NOT BE PENETRATED UNLESS THE RATING IS 15, POWER/DATA/TELEPHONE REQUIREMENTS FOR OPEN OFFICE 4. CONTRACTOR TO VERIFY CODE COMPLIANCE OF ALL EXISTING LIGHTING
o R ORIGINAL FIRE PROTECTION LEVELS. (OBTAIN REQUIRED APPS ). THE EXISTING VAPOR BARRIER (I , JDATA/ ISTING
HEATING. VENTILATING SAW CUT SLAB AT SUBJECT AREA(S) AND PULL BACK TH ! ' MAINTAINED. WORKSTATIONS TO BE PROVIDED WITH FURNITURE INSTALLATION FIXTURES AND ASSOCIATED SEISMIC BRACING RESTRAINTS. FIXTURES
M AR Conpmonne 13, THE FLOORS MAY BE OCCUPIED DURING CONSTRUCTION. THE CONTRACTOR SHALL PRESENT) AND PROTECT FOR FUTURE RE-INSTALLATION. EXECUTE THE NECESSARY DRAWINGS—BY OTHERS. FOUND NOT IN COMPLIANCE SHALL BE MODIFIED AND/OR NEW
PROTECT ALL PERSONNEL, PASSERSBY OR VISITORS TO THE SITE FROM HARM AND UNDER SLAB WORK (INCLUDING EXCAVATION), BACKFILL AND RE-COMPACT THE SUBJECT PROVIDED AS REQUIRED BY CURRENT BUILDING AND/OR ENERGY
INSUL  INSULATION INJURY. BARRIERS SHALL BE INSTALLED AS REQUIRED TO PROTECT EQUIPMENT AREA WITH THE PREVIOUSLY HELD MATERIALS (IF THE EXCAVATED MATERIALS ARE NOT 16.  THE FURNITURE ELECTRICAL IS AN 8—WIRE SYSTEM. ALL ELECTRICAL COMPLIANCE CODES.
JAN JANITOR INSTALLED DURING CONSTRUCTION. ~ CAREFULLY WAINTAIN AND PROTECT MONUMENTS, SUTABLE FOR RE~INSTALLATION, DISCARD AND PROVIDE NEW FREE DRAINING GRANULAR FEEDS TO ANY OF THE PRODUCT MUST BE IN AN 8—WIRE .
i JOINT BENCH MARKS AND THEIR REFERENCE POINT FROM BEING DESTROYED OR DISTURBED; MATERIAL). RE—COMPACT FILL SOIL TO AT LEAST 95% OF THE MAXIMUM DRY DENSITY CONFIGURATION. 15, ALL EXITING LIGHTS AND EGRESS LIGHTING LOCATIONS SHALL BE
REPLACE AS REQUIRED. (MDD) OBTAINED IN GENERAL ACCORDANCE WITH THE ASTM D 1557 TEST PROCEDURE. o DETERMINED BY BUILDING AND FIRE INSPECTOR'S FIELD PLACEMENT
KIT KITCHEN 5 AS A RESULT OF WORK DONE UNDER THIS CONTRACT SHALL RE-INSTALL THE EXISTING VAPOR BARRIER AND BIND SEAMS WITH MINIMUM 3" WIDE 17. "H” INDICATES THAT AN OUTLET SHALL BE MOUNTED HORIZONTALLY. DETERMINATION.
14 EXISTING WORK DAMAGE ¢ DONE U PRESSURE SENSITIVE TAPE TO ENSURE AN AIR/MOISTURE RESISTANT BOND. ATTACH
™ TR BE REPAIRED TO ORIGINAL CONDITION AND FINISHED TO MATCH ADJACENT FINISHES, NE&, {NHE S{O Ex;sEﬂNG CONCRETE SLAB WH'H/ 18 INCH LONG f#4 REBAR AT 24 INCHES 18.  VERIFY NEW FLUSH FLOOR OUTLET LOCATIONS WITH FURNITURE LAYOUT |16. ALL SMOKE DAMPERS SHALL BE INSTALLED IN ACCORDANCE WITH
LH LEFT HAND SUBJECT TO ARCHITECT'S APPROVAL, AND AT NO ADDITIONAL COST TO OWNER. ALL ON CENTER EMBEDDED 8 INCHES INTO THE EXISTING CONCRETE SLAB WITH HILTI PRIOR TO INSTALLATION. IMC/IBC OR SUPERCEDING CODE. ALL FIRE DAMPERS SHALL BF
REPLACEMENT MATERIALS REQUIRED TO - MATCH EAISTING MATERILS SHALL DO SO WITH HY-150 ADHESIVE (OR SIMPSON SET ADHESIVE). REINFORCEMENT SHALL BE INSTALLED : : . INSTALLED IN ACCORDANCE WITH IMC/IBC OR SUPERCEDING CODE.
MAX MAXIMUM RESPECT TO TYPE, PATTERN, TEXTURE, SIZE, SHAPE, COLOR AND METHOD OF - ; Dimension Notes: 19.  ALL SWITCHES AND DIMMERS SHALL BE LOCATED 46" ABOVE FINISHED
M ME A INSTALLATION  INSOFAR AS PRACTICABLE, AND SHALL BE APPROVED BY THE ARCHITECT PER ADHESIVE MANUFACTURER'S REEOMMENDAT‘OI;‘\JSE”LF’SR&\QD_EOW[\ZAA?C%H%}?Nésg o FLOOR TO CENTER OF SWITCH UGN, MOLTIPLE SWITCHES AT ONE
MEZ MEZZANINE AND OWNER PRIOR TO INSTALLATION. WELDED WIRE FABRIC WITHIN SUBJECT AREA(S), INFIL ES THICK) AND #4 DOWELS | - DO NOT SCALE DRAWINGS, WRITTEN DIMENSIONS GOVERN. ALL LOCATION SHALL BE GANGED TOGETHER AND FINISHED WITH ONE Finish Notes:
MFR  MANUFACTURE(R) ADJACENT SURFACE(S) (BUT NOT BE LESS THAN FOUR INCHES THICK) ‘ PARTITION LOCATIONS SHALL BE AS SHOWN ON PARTITION PLAN. IN COVER PLATE U.N.C. ‘ ~ .
MIN MINIMUM 15.  ALL EXISTING MECHANICAL AND ELECTRICAL EQUIPMENT AND SERVICES DISRUPTED OR SHALL BE CENTERED IN SLAB. THE CONCRETE SHALL HAVE A MINIMUM 28 DAY CASE OF CONFLICT NOTIY ARCHITECT. PARTITION PLAN BY ARGHITECT
MISC  MISCELLANEOUS REMOVED DURING CONSTRUCTION SHALL BE RESTORED AND REPLACED UNLESS NOTED COMPRESSIVE STRENGTH OF 3000 PSI WITH A MAXIMUM WATER CEMENT RATION OF 0.58 TAKES PRECEDENGE OVER AL OTHER PLANS QUTLET_FINISHES: 1. ALL AREAS TO RECEIVE CARPET AND BASE AS SCHEDULED UN.O
oL MOLLON OTHERWISE.  FIRE/LIFE SAFETY SYSTEMS TO BE MAINTAINED DURING CONSTRUCTION, AND IS TO BE PLACED LEVEL WITH ADJACENT SURFACES. LET CURE AND PROVIDE - ' ISCLATED GROUND—  GRAY R
D L e WLl R MOISTURE TESTING AS SPECIFIED ABOVE. 2. ALL PARTITIONS ARE DIMENSIONED FROM FINISH FACE OF GYPSUM ﬁfLSBTOHféggGE VATCH BULDING. STANDARD 2. ALL AREAS TO RECENE RB-1 UN.O.
N NORTH 16.  INSTALLATION OF MECHANICAL, ELECTR STRUCT SYST - - BOARD TO FINISH FACE OF GYPSUM BOARD UNLESS OTHERWISE . .
NIC NOT IN CONTRACT OPENING OF SOME EXISTING WALLS, CEILINGS OR FLOOR CAVITIES. THE CONTRACTOR IF SCOPE OF WORK INCLUDES STRUCTURAL ELEVATED SLABS CONSULT A STRUCTURAL NOTED. ALL DIMENSIONS MARKED "CLEAR" OR "CLR* SHALL BE SWITCH FINISH: MATCH BUILDING STANDARD 3. ALL WALLS & PARTITIONS TO RECENE P—1 UN.O.
NIS - NOTTO SCALE SHALL BE RESPONSIBLE FOR THE REPAIR OF THESE OPENINGS TO MATCH EXISTING, ENGINEER. REFER TO STRUCTURAL PLANS, IF APPLICABLE, FOR ADDITIONAL MANTAINED AND. SHALL ALLOW FOR T paspans o SHALL BE COVERPLATE_FINISH: MATCH BUILDING STANDARD
OA OVERALL EXCEPT WHERE NOTED OTHERWISE. LFL% C')AI\[;LOi;O‘;JEOSR ANSN\éo;gEsM (I)A\J/A[L%QRS,E Xv;/é\#&% AND SPECIFICATIONS AND REQUIREMENTS. FINISHES, U.N.0. ‘ (INCLUDES ALL COVERPLATES—POWER/VOICE/DATA) 4. PREP ALL EXISTING FLOOR SURFACES TO RECENVE NEW FINISHES AS
oc ON_CENTER CEILINGS WHICH RESULT FROM INSTA ORK, A SCHEDULED.
0D OUTSIDE DIAMETER MATERIALS AND EQUIPMENT REQUIRED BY THIS CONTRACT.  PATCHED AREAS SHALL 34, CLEAN, REPAIR ANY EXISTING PERIMETER BLINDS AS REQUIRED TO BE IN A FULLY " , nal o - 4
OH OPPOSITE HAND FUNCTIONING & OPERATIONAL MANNER 3. DIMENSIONS NOTED "CLEAR™ OR "CLR™ MUST BE ACCURATELY . : ﬂ
MATCH THE MATERIALS, FINISHES, AND LEVELS ADJACENT, OR SHALL BE PUT IN THE r : OT VAR THAN + 1/8" WITHOUT o PROVIDE PAINT APPLICATION APPROPRIATE TO THE  SUBSTRATE T0
OFNG  OPENING PROPER CONDITION TO RECEVE THE FINISH INDICATED. ANTANED, AND SHALL NOT VARY MORE THAN & 1/8 WHICH T 1S T0' BE APBLED,
PoLAM  PLASTIC LAMINATE 35.  COORDINATE WITH SUB—CONTRACTORS THE LOCATIONS OF ELECTRICAL AND VOICE/DATA WRITTEN INST! ¢ : Door Notes:
PNL PANEL 17. OPENINGS REQUIRED FOR NEW WORK THAT PENETRATES EXISTING STRUCTURE SHALL BE OUTLETS, PLUMBING AND OTHER DEVICES WITH LAYOUT AND DESIGN OF CUSTOM + DMENSIONS MARKED £ MEAN A TOLERANGE NOT CREATER NOR 6. AL EXPOSED GYP. BD. SURFACES, BOTH EXISTING AND NEW, ARE To
PR AT COORDINATED WITH OWNER PRIOR TO COMMENCING THE WORK. ANY OPENING OVER 2 CASEWORK. " SMALLER THAN 2 INCHES FROM. INDIGATED. DIMENSION- Lo i, ALL EXIT DOORS SHALL BE OPERABLE FROM THE INSIDE WITHOUT THE RECEIVE NEW PAINT FINISH. PREP ALL SURFACES AS REQUIRED FOR
PN PARTIT IN DIAMETER SHALL BE REVIEWED AND APPROVED BY OWNER. THROUGH CONCRETE w o VERIFY FIELD DIMENSIONS EXCEEDING TOLERANCE Wit Tig USE OF KEY OR ANY SPECIAL KNOWLEDGE OR EFFORT. NEW PAINT FINISH. PROVIDE ONE PRIME COAT PLUS TWO FINISH
RAD RADIUS SLABS OR WALLS, OR MASONRY WALLS, ALL ROUND HOLES SHALL BE CORE DRILLED 36, CUSTOM CASEWORK SHALL CONFORM TO AMW.I. STANDARDS FOR CUSTOM GRADE VERITY TIELD DIMENSIONS EXCEEDING TOLERANCE NEwW ¢
RB RESILIENT BASE WITH A DIAMOND DRILL AND ALL RECTANGULAR OPENINGS SHALL BE CUT wgg A FABRICATION. : e : 2. 'ABLCL é;éé%ugﬁ ;fgéL CONFORM TO SAFETY GLAZING REQUIREMENTS OF
RT RESILIENT TILE DIAMOND SAW. IN NO CASE SHALL ANY STRUCTURAL MEMBER BE CUT. U o Ry . : 7. CHANGES IN FLOOR MATERIALS THAT OCCUR AT FRAMED DOOR
REF REFERENCE CARBIDE—TIPPED DRILLS FOR GYPSUM WALLBOARD PARTITIONS. KEEP OVERCUTTING TO S NOTIFY ARCHITECT IN WRITING OF ANY DISCREPANCIES OR CONFLICTS OPENINGS SHALL OCCUR AT THE CENTERUNE OF THE DOOR IN THE
ééﬁﬁ— 2&5@8&?’?&? A MINIMUM. MAINTAIN CONTINUITY AND INTEGRITY OF FIRE SEPARATION AT ALL TIMES. IN THE LOCATION(S) OF NEW CONSTRUCTION. UPON COMPLETION OF 3. MAGNETIC HOLD OPEN DEVICES SHALL BE TIED TO BUILDING FIRE CLOSED POSITION.
REQ REQUIRED GROUT AROUND CONDUITS PASSING THROUGH CONCRETE WALLS AND FLOORS AND PART:NONROL\J/A‘B%%T,BL\J%EQ M;eccm—:EcCTT \F/){é%gc?go& ggﬂw LAYOUT ALARM SYSTEM.
REV REVISION MASONRY WALLS. MAKE PATCHES WITH NEAT, TRIMMED EDGES; MATCH ADJACENT 10 BE P A ? 8. ANY DECORATIONS USED SHALL BE NON—COMBUSTIBLE OR FLAME -
RH RGHT HAND EYISTING WORK. INSTALLATION. 4. ALL RATED DOORS TO BE LABELED PER IBC TABLE 715.3. RETARDANT TREATED IN AN APPROVED OF MANNER (CURTAINS, DRAPES
RM ROO ) '
. \ - : SHADES, HANGINGS, ETC.
RO ROUGH OPENING 18.  CONTRACTOR SHALL PROVIDE FLOOR LEVELING AS MAY BE REQUIRED AT SLIDING DOORS, S LN ARAER Lopans PLANS FOR SOFFITS, CEILING HEIGHTS | 5 1iResioLDS AT DOORWAYS SHALL BE §* MAXIMUM IN HEIGHT. PER )
gc ggg&HCORE RELITES WITHOUT B;?—ZSREC%%‘(I;\‘EEST l\?\/}Oééﬁ,:vi%%NOTova %%%ﬁgg% REQ&R%%GL%A%EL SATIVRS. ICC/ANSI A117.1-2003 SECTION 404.2.4. g, ALL INTERIOR PARTITIONS, CEILING FINISHES AND TRIM OF PUBLIC
SUBSTRATE.  FEATH - : c e AREAS TO COMPLY WITH CLASS 1 MATERIAL CLASSIFICATION: FLAME
AL s TRANSITION SLOPE TO 1/8" PER FOOT. 7o DIMENSIONS LOGATING DOORS ARE O THE INSIDE EDGE OF JAE. 6. ICC/ANSI AT17.1-2003 SECTION 404.2.6. DOOR HARDWARE. HANDLES, SPREAD RATING O TO 25, SMOKE DEVELOPED 200. ALL INTERIOR WALL
oK SECTC » S PULLS, LATCHES, LOCKS & OTHER OPERABLE PARTS ON ACCESSIBLE AND CEILING FINISHES AND TRIM OF NON—PUBLIC AREAS TO COMPLY
SIM SIMILAR 19.  MATERIALS, ARTICLES, DEVICES AND PRODUCTS ARE SPECIFIED IN THE DOCUMENTS BY 8. "ALIGN” MEANS TO ACCURATELY LOCATE FINISHED FACES IN THE DOORS SHALL HAVE A SHAPE THAT IS EACH TO GRASP WITH ONE HAND WITH CLASS 2 MATERIAL CLASSIFICATION; FLAME SPREAD RATING 26 TO
SPEC SPECIFICATION LISTING ACCEPTABLE MANUFACTURERS OR PRODUCTS, BY REQUIRING COMPLIANCE WITH " CAME PLANE. ' - & DOES NOT REQUIRE TIGHT GRASPING, PINCHING, OR TWISTING OF THE 75, SMOKE DEVELOPED 450,
o vy p— REFERENCED STANDARDS, OR BY PERFORMANCE SPECIFICATIONS.  FOR ITEMS : A WRIST TO OPERATE. OPERABLE PARTS OF SUCH HARDWARE SHALL BE
= ety SPECIFIED BY NAME, SELECT ANY PRODUCT NAMED. FOR THOSE SPECIFIED BY L HAVE 115" LR, ON STRKE/PULL SIDE OF 347 MIN. & 48" MAX. ABOVE THE FINISH FLOOR.  WHERE SLDING 10. FLOOR COVERINGS OF PUBLIC AREAS TO MEET CLASS A INTERIOR
STOR  STORAGE REFERENCE STANDARDS OR BY PERFORMANCE SPECIFICATIONS SELECT ANY PRODUCT 9. ALL DOORS St o ek ECEDTONS PRIOR. TO DOORS ARE IN THE FULLY OPEN POSITION. OPERATING HARDWARE FLOOR FINISH REQUIREMENTS; CRITICAL RADIANT FLUX OF 0.45 WATTS
STRUC  STRUCTURAL MEETING OR EXCEEDING SPECIFIED CRITERIA. FOR APPROVAL OF AN ITEM NOT DOOR. VERIFY AND ADVISE ARCHITECT OF EXCEPTIONS SHALL BE EXPOSED & USABLE FROM BOTH SIDES. PER SQUARE CENTIMETER OR HIGHER, FLOOR COVERINGS OF
SusP SUSPENDED SPECIFIED, SUBMIT REQUIRED SUBMITTALS, PROVIDING COMPLETE BACK—UP INFORMATION CLOSING OUT PARTITIONS. 7. ICC/ANSI AT117.1 — 2003 SECTION 404.2.8 DOOR OPENING FORCE. NON—PUBLIC ARFAS TO MEET CLASS B INTERIOR FLOOR FINISH
TEL TELEPHONE FOR PURPOSES OF EVALUATION. WHERE BUILDING STANDARD ITEMS ARE CALLED FOR, FIRE DOORS SHALL HAVE THE MINIMUM OPENING FORCE ALLOWABLE BY REQUIREMENTS; CRITICAL RADIANT FLUX BETWEEN 0.22 WATTS PER
TEMP  TEMPERED NO SUBSTITUTE WILL BE ACCEPTED. THE APPROPRIATE ADMINISTRATIVE AUTHORITY. THE MAXIMUM FORCE SQUARE CENTIMETER AND 0.44 WATTS PER SQUARE CENTIMETER.
TFT! TENANT FURNISHED , FOR PUSHING OPEN FOR PULLING OPEN DOORS OTHER THEN FIRE ) _
& TENANT INSTALLED 20. CONTRACTOR SHALL PROVIDE FOR ALL WORK REQUIRED TO MAINTAIN COMPLIANCE WITH DOORS SHALL BE AS FOLLOWS: 1. INTERIOR HINGED DOOR: 5.0 11, CARPET INSTALLATION TO MEET THE GUIDELINES OF THE CARPET AND
"ngSH WRCE(S(HNSES) LOCAL FIRE CODE. PROVIDE FOR ALL REQUIRED SHOP DRAW!@G;S:’DASS;RL%\{(ALS' POUNDS (22.2 N) 2. SLIDING OR FOLDING DOOR: 5.0 POUNDS (22.2 RUG INSTITUE—"STANDARD FOR INSTALLATION SPECIFICATION OF
N BTSN CONTRACTOR IS RESPONSIBLE FOR PROVIDING ~ FIRE ALARM SY ILITY. N). THESE FORCES DO NOT APPLY TO THE FORCE REQUIRED. To COMMERCIAL CARPET”. CRI 104 — 2002 EDITION.
TP TYPICAL . ' AGE OTHER DEVICES THAT HOLD THE
21, MECHANICAL AND ELECTRICAL FIXTURES, OUTLETS, ETC., WHEN SHOWN ON THE Svmbol L d: RETRACT LATCH BOLTS OR DISENGAGE OTH HAT HOLD T 12. PROVIDE FINISHED SCRIBE STRIPS AND FINISHED MILLWORK EDGES T0
- | 2 ANICAL AND ympol Legend. DOOR IN A CLOSED POSITION.
UNO  UNLESS NOTED OTHERWISE AL v B oD 6y onEne o ReUmNG. CODROINATION T0. BE BY CREATE A FINISHED REVEAL CONDITION WHERE MILLWORK COUNTERS,
s ELECTRICAL TO BE DESIGNED BY OTHERS. ALL CIRCUITING COO ] RoOM NUMBER REFERENCE 8. ACTVATION OF THE BUILDING AUTOMATIC SPRINKLER OR FIRE DETECTION CABINETS, ETC. ABUT ADJACENT PARTITION CONSTRUCTION. ALL
ﬁ 5?’5&5 ONPOSITION TLE OIHES: DETAIL REFERENCE BUBBLE SYSTEM, IF PROVIDED, SHALL AUTOMATICALLY UNLOCK ALL 35&?52 EIEN\@LA??;@%ig@%%ﬁ?%@% ffﬁklé*fV/\EB S;\ME PLASTIC
VERT  VERTICAL 22, CONTRACTOR IS TO PROVIDE DRAWINGS FOR ARCHITECT'S APPROVAL SHOWING LOCATIONS = DOOR NUMBER REFERENCE. DoanOHEALLY, SECURED DOORS oy Bl '
VESTI  VESTIBULE OF ALL HVAC THERMOSTATS, GRILLES AND DIFFUSERS, FIRE AND SMOKE DETECTION PAN RESET '
e v AL COVERING DEVICES INCLUDING SPRINKLERS, SMOKE DETECTORS, FIRE EXTINGUISHERS AND HOSE /N REVISION REFERENGE N 0B NORTH ,
W WEST/WIDE CABINETS, PLUMBING AND: PLOVEING EQUIPMERT 9. ENTRANCE DOORS IN THE BUILDINGS WITH OCCUPANCY IN GROUP A, B,
— i
- ~ e CE KEY E OR M SHALL NOT BE SECURED FROM THE EGRESS SIDE DURING
B il . LIGHT FIXTURE PLACEMENT DUE TO INTERFERENCE OF MECHANICAL OR / g,  REFEREN :
wé WooD 23 é?jf\?{ugiT\{SRfo égM?’ONENTS MUST BE APPROVED BY THE ARCHITECT. {1-10.3 INTERIOR ELEVATION SYMBOL <J (REFER TO SHEET/KEY NOTES) PERIODS THAT THE BUILDING IS OPEN TO THE GENERAL PUBLIC.
W/0 WITHOUT
W WEIGHT 24.  ALL PERMITS INCLUDING FIRE, MECHANICAL, AND ELECTRICAL TO BE FILED SEPARATELY.

© 2011, JPC Architects, PLLC
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"COMMON PATH OF EGRESS TRAVEL” IS LESS THAN 100°~0" AS
ALLOWED FOR SPRINKLERED BUILDINGS WITH QUICK RESPONSE
HEADS, PER 2006 IBC 1014.3, EXCEPTION #1.

“TOTAL EXIT ACCESS TRAVEL DISTANCE” IS LESS THAN 300°-0"
AS ALLOWED FOR SPRINKLERED BUILDINGS WITH QUICK

RESPONSE HEADS.

Floor 5

CONSULTING GROUP, INC.

Carillon Point B3000

3500 Carillon Point
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Floor 5
Kirkland, WA 98033
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Demolition Plan
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REFER TO FLOOR

B
=

SCOPE OF WORK. PATCH AND REPAIR AFFECTED SUBSTRATE AS RQD. FOR
REMOVE THE EXISTING FLOOR ELECTRICAL/DATA QUTLET, REFER TO NOTE

REMOVED, TERMINATE WIRING AT CLOSEST JUNCTION BOX OR DEMOLISH
2

EQUIPMENT/DEVICES (INCLUDING LOW VOLTAGE CABLING) AS REQUIRED
WIRING BACK TO PANEL.

EXISTING FINISH FLOORING & BASE TO BE DEMOLISHED THROUGHOUT
DUE TO DEMOLITION. AT LOCATIONS WHERE ELECTRICAL IS TO BE
SALVAGE THE EXISTING DOORS TO BE REMOVED AND RETAIN FOR
BUILDING STOCK. COORDINATE STORAGE WITH PROPERTY MANAGER.

INSTALLATION OF NEW FLOORING AND BASE MATERIALS.
DEMOLISH ELECTRICAL, LOW VOLTAGE AND LIFE SAFETY

PLAN FOR ADDITIONAL INFORMATION.

Demolition Key Notes

<)
2
3)
&)

REMOVE AND SALVAGE EXISTING CASEWORK FOR RE—~USE IN VACANT

SUITE. PROTECT FROM DAMAGE DURING WORK IN SUITE.

&)

EXISTING PARTITION /CONSTRUCTION TO REMAIN
EXISTING PARTITION/CONSTRUCTION TO BE REMOVED
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Key Notes:

@ WORKSTATIONS ARE SHOWN FOR PLANNING PURPOSES. WORKSTATION

SIZE SHOWN IS 8'X5". ACTUAL FURNITURE PLAN TO BE PROVIDED BY
TENANT AND TO VERIFY ELECTRICAL AND DATA LOCATIONS.

@> PROVIDE MINI-BLINDS ON NEW OFFICE RELITES TO MATCH THE EXISTING
RELITE BLINDS.

(3) POWER/COMMUNICATIONS PACKAGE (WALL) WITH (1) SINGLE GANG MUD
RING (WITH PULL STRING) AND (1) 110V DUPLEX OR QUAD AS
INDICATED. ALL HORIZONTAL DATA/COMMUNICATIONS PATHWAYS IN
INSULATED WALLS SHALL BE RUN IN CONDUIT OF APPROPRIATE SIZE.
CONFIGURATION TO MATCH EXISTING BUILDING STANDARD, REUSE AND
REINSTALL EXISTING SALVAGED ELECTRICAL AND LOW VOLTAGE SYSTEMS

(CABLING, DEVICES AND EQUIPMENT) WHERE OR WHENEVER PRACTICAL
(AS APPROVED BY TENANT).

WORKSTATION COMMUNICATIONS/POWER PACKAGE (FLOOR) TO SUPPLY
EACH WORKSTATION WITH VOICE/DATA CONNECTIVITY
(CABLING/TERMINATIONS) AND (2) DUPLEXES. VOICE/DATA & POWER
CABLING TO BE COORDINATED WITH WORKSTATION MANUFACTURER’S
RECOMMENDATIONS AND LAYOUT. WORKSTATIONS TO BE FED ON EIGHT
(8) WIRE SYSTEM. CONFIGURATION TO MATCH EXISTING BUILDING
STANDARD, REUSE AND REINSTALL EXISTING SALVAGED ELECTRICAL AND
LOW VOLTAGE SYSTEMS (CABLING, DEVICES AND EQUIPMENT) WHERE OR
WHENEVER PRACTICAL (AS APPROVED BY TENANT).

RELOCATED B/S DOOR WITH LOCKING HARDWARE AND RELITE

RELOCATED B/S DOOR WITH LOCKING HARDWARE

RELOCATED B/S DOOR WITH LOCKING HARDWARE AND CARD RFADER —
CONNECT TO EXISTING SECURITY SYSTEM.

CONSULTING GROUP, INC.

" oFFiCE Carillon Point B3000
i e Floor 5
i : ) OPEN_OFFICE , ,
i : L5%6 | & 3500 Carillon Point
i i / Kirkland, WA 98033
g e——————km | &[® ST(S)EQGE eruen
(! = OFFICE L
!\M; 6y S DESIGN JPC
g e N o . DRAWN SG/AN
B 20 . CHECKED CP/AN
; | o NO. 12-0309
g OFFICE .
. T ®
Sy
P H'%%jw” o
SCOPE OF WORK '
OFFICE

s

CONFERENCE

N

CONFERENCE

Partition Legend:

EXISTING PARTITION/CONSTRUCTION TO REMAIN

& OFFICE

Sy

GRID HEIGHT PARTITION. REFER TO DETAIL 2/1-9.1.

LOUNGE
AREA

CONFERENCE

=3

Gt i

04/27/112 Permit Set

OPEN
OFFICE

Partition Legend Notes

AT LOCATIONS REQUIRED FOR ARCHITECTURAL FEATURES AND/OR
IN-WALL" ELECTRICAL/MECHANICAL/PLUMBING SYSTEMS, PROVIDE
APPROPRIATE METAL STUD WIDTH TO ACCOMMODATE SIZING
REQUIREMENT. CONFORM TO SPECIFIED METAL GAUGE AND SPACING AS
INDICATED BY WALL TYPE. REFER TO CONSTRUCTION LEGEND FOR
ADDITIONAL INFORMATION,

CONFERENCE

X OFFICE

OFFICE OFFICE OFFICE - OFFICE

G EIEPN e a

q’%

d
e

Symbols Legend:

"EC. BUILDING STANDARD FIRE EXTINGUISHER CABINET
WALL TAG

DUPLEX RECEPTACLE

DEDICATED DUPLEX RECEPTACLE

GFI DUPLEX RECEPTACLE

FOURPLEX RECEPTACLE

DEDICATED FOURPLEX RECEPTACLE

SPECIAL RECEPTACLE

CORE DRILL

BASE POWER FOR TENANT PROVIDED SYSTEMS FURNITURE.

VOICE/DATA RECEPTACLE. CONTRACTOR TO PROVIDE MUD RING AND FIQOf P!an
PULL STRING

(CRI— CARD READER
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Reflected Ceiling Demolition Plan
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RCP Key Notes:

MODIFY EXISTING ELECTRICAL, MECHANICAL AND LIFE SAFETY SYSTEMS AS
REQUIRED TO ACCOMMODATE NEW SUITE DEMISING AND INTERIOR BUILD
OUT, INCLUDING, BUT NOT LIMITED TO CIRCUITING, SWITCHING, DUCTING
(SUPPLIES/RETURNS), ZONING AND BALANCING AND/OR HORN/STROBE

RELOCATION. PROVIDE NEW B/S EMERGENCY LIGHTING ("BUG EYES") AS
PER CURRENT CODE REQUIREMENTS.

EXISTING BUILDING STANDARD SUSPENDED CEILING GRID AND ACOUSTICAL
TILE SYSTEM. REPLACE ALL DAMAGED AND/OR STAINED TILE WITHIN
SCOPE OF NEW WORK. REPLACE EXISTING LIGHT FIXTURES WITH NEW

B/S FOCAL POINT LUNA. REFER TO SYMBOLS LEGEND AND GENERAL
NOTES FOR ADDITIONAL INFORMATION.

G ,ﬁiy&x i

G
i
Ga

i

i

iE

Bt

ety
et

RECONFIGURE SWITCHING TO CONFORM TO NEW LAYOUT. CONFIRM
CONTROL PROGRAMMING WITH TENANT. MASTER SUITE SWITCH FOR
COMMON AREAS. VERIFY WITH TENANT.

ILLUMINATED EXIT LIGHTING, ALL EXIT LIGHTS AND EGRESS LIGHTING

LOCATIONS SHALL BE DETERMINED BY BUILDING AND FIRE INSPECTOR'S
FIELD PLACEMENT DETERMINATION.

-

45

e

e
=

04/27/12 Permit Set
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Symbols Legend
TYPE SYMBOL MFG, DESCRIPTION
o = S SWITCH
o o . % Ss IWAY SWITCH
‘ 2l BLDG STD EXIT LIGHT
j : B EXTG BLDG STD 2x2 SUSP.
SCOPE OF WORK | ~
4 - FOCAL POINT | NEW BLDG STD. 2x4 FLU. LIGHT
<4 ¥ = . ' s b
F1 ] LUNA FIXTURE
|R s ] .
| _ > FOCAL POINT | NEW BLDG STD. 2x2 FLU. LIGHT
F-2 /] LUNA FIXTURE
L AL B & F3 BLDG STD. RECESSED FLU.
i : ; : © DOWNLIGHT FIXTURE
| Reflected Ceiling Plan

NO DESIGNATION = EXISTING TO REMAN

g, N NEW e
Reflected Ceiling Plan R = feloores

Scale: 1/8"=1"-0"
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Table:

Pen
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Date/Time

Finish Specifications

FLOORING
CPTI TYPICAL FLOORING, U.N.O.
MFR: SHAW

STYLE NAME: DIVIDE 5A065

o

e

e

zmx;h -

.

v

1

i

T

COLOR NO: 65585
COLOR NAME: CAST IRON
INSTALLATION: ROLL OVER PAD

MFR REP. LAURIE STALEY #206-275-4980

‘kil\i‘)i‘;%' ERFrED
. VCT]  VINYL COMPOSITION TILE
MFR: MANNINGTON COMMERCIAL
T SERIES: BRUSHWORK
. L] . . COLOR NAME: GRAPHITE
- .. COLOR NO: 712
§§i§§;mé . . o ﬁi’g - B ol .
VCT VINYL COMPOSITION TILE
MFR: MANNINGTON COMMERCIAL
TT1 SERES: BRUSHWORK
. . = "} COLOR NAME: ECRU
. . COLOR NO: 703

RB1 TYPICAL BASE, U.N.O.
MFR: ROPPE
PRODUCT: RUBBER WALL BASE

..,,A&
o

: | COLOR NAME: BLACK—BROWN
¢ . - - . o COLOR NO: 193
#@ . ... o . PROFILE: 4" COVE
f _ - GENERAL WALL PAINT  (TYPICAL UN.O.)
: - . PN MAR: SHERWIN WILLIAMS
7/ COLOR NAME: PANDA WHITE
B OPEN OFFICE COLOR NO:  SWe147 _
: SHEEN: FGGSHELL, SEMI~GLOSS @ WET AREAS
: ACCENT WALLS
’ BN MR SHERWIN WILLIAMS
8 VT COLOR NAME: WOOL SKEIN
g COLOR NO:  SWB148
| SHEEN: EGGSHELL
ﬁ (PN MFR: SHERWIN WILLIAMS
| 3 COLOR NAME: BUNGLEHOUSE GRAY
7 COLOR NO:  SW2845
] OFFICE SHEEN: SATIN
E
i OFFICE ggR:OR e égsawm P%%IAMS
(546 | W, L ME: GRANITE
i COLOR NO:  SW6250
[ | SHEEN: SATIN
i BN ]
i HALLWAY
B v - /OFHCE L
e — CPT /4R 538 |
Lmnﬂﬁﬁnm mmmmm—mmw 1 OFFIC 4/
& OFFICE g TYP. U.N.O.
§
! | OPEN -
4 B OFFICE e R e
B[ 541] SREAK
————— | | AREA ;
Cr B i ié:%}
T 500 :
| [500 ] CONFERENCE CONFERENCE
j OFFICE | .
i LOUNGE
AREA
= . “ CONFERENCE
i £ £ f3
510
OPEN 510 ] o
OFFICE e o
| OFFICE CONFERENCE
§ eones SR /]—— =
|
|
| -
= : : OFFICE OFFICE OFFICE OFFICE
[ 512 ]
|} jay t i F i3 & B &

CONSULTING GROUP, INC.

Carillon Point B3000
Floor 5

3500 Carillon Point
Kirkland, WA 98033

Key Notes:

/1y NEW CARPET AND RUBBER BASE THROUGH-OUT SCOPE OF
7 WORK UNLESS NOTED OTHERWISE. PROVIDE ROLL CARPET
OVER PAD.

{25 TOUCH UP COMMON HALLWAY FINISHES AS NECESSARY DUE TO

~ SCOPE OF WORK.

Finish Plan

Scale: 1/8"=1"-0"

DESIGN JPC
DRAWN SG/AN
CHECKED CP/AN
NO. 12-0309

04/27/12 Permit Set

Inish Plan & Finis
Specifications

© 2011, JPC Architects, PLLC
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Author: AMY NICHOLS

Date/Time: 4/26/2012 6:59 PW

COMPOSITE DESIGN FOR STEEL STUD PARTITIONS

STANDARD GAGE (25) STUDS 20 GAGE STUDS
STUD STUD ONE LAYER STUD STUD ONE LAYER
WIDTH | SPACING | FEACH SIDE WIDTH | SPACING | EACH SIDE
21/27 | 18 12'~0" 21/27 | 18 130"
24" 10'~6" 24" 11'-5"
35/8" | 16" 15'-8" 35/8" | 18 174"
24" 13'~4" 24" 15'~2"
4" 16" 16'—10" 4 16" 18'-7"
24" 137117 24" 16'-2"
6" 16” 19'—4" 6" 16" 25'=7"
24" 15'~6" 24" 21'-11"
NOTES:

~ASSUMED ALLOWABLE DEFLECTION = L/240
—PROVIDE STUD BRIDGING AS REQUIRED BY
GOVERNING CODES AND REGULATIONS

Drywall Studs Limiting Heights

VINYL COMP. TILE OR EXPOSED
CONCRETE

——— RUBBER REDUCER STRIP

I—A TACKSTRIP

l »»»»» - CARPET, OVER PAD

LR

SsemoRopRREsat

AAAAAAAAAAAAAAAAAAA CONCRETE FLOOR

VCT to Carpet Transition

V2P

SHIM AS REQ'D, SECURE TO GRID

== INSULATION TO EXTEND 2'~0" BEYOND EACH SIDE OF

WALL AS NOTED BELOW

L CEILING AS SPECIFIED
=y PAINT REVEAL FLAT BLACK OR TAPED BLACK (MATCH

EXIST. CONDITION)

INSULATION AS NOTED BELOW
ONE LAYER 5/8" GWB EACH SIDE OF WALL

MTL. STUDS — WIDTH, GA. & SPACING AS NOTED
BELOW

CONT. MTL. RUNNER MECHANICALLY FASTENED TO
SUBFLOOR WITH STEEL NAILS EVERY 24" 0.C. WITH AN
EMBED. DEPTH OF 1/2°

SPECIFIED BASE

/*# FINISHED FLOOR

1/8" FOAM TAPE

WALL
TYPE

STUD SIZE STUD GAUGE | STUD SPACING

2 1/2” |25 GAUGE| 24" 0.C.

WAL INSULATION FIRE RATING/

THICKNESS  [WALL | CEILING ] UL DESIGN NO. COMMENTS
— - REF. 8/1-9.1

3 3/4 SB SB FOR BRACING

Grid Ht. Partitio

*SB=SOUND ATTENUATION BATTS FR=FIRE RESISTIVE

Scale: 3"=1"-0" |

DO NOT SECURE PARTITION TO GLAZING
SYSTEM, ATTACH AT WALL ABOVE AND
BELOW GLAZING

BOX STUD TO CONFORM TGO SHE
CONDITIONS

LINE OF SILL (VARIES PER SITE

1 /2’

CONDITION)

\JMTL. STUD ATTACHED TO

VERTICAL  MULLION W/ DOUBLE
SIDED (STICKY) FOAM TAPE

Typical Mullion/Partition Intersection

Scale: 3"=1"-0"

3 ) Not Used

L

BUILDING STANDARD j

L

L

FIRE EXTINGUISHER <
CABINET 3

©

ﬁ.

¢e

HANDLE

54" AF.F.

SCHEDULED DOOR

(OPEN OR CLOSED)

WALL~MTD. TELEPHONE
OQUTLET

THERMOSTAT OF LARGER “RLATE
_\@ FOR GANGED
F— = [+ SWITCHES

AN
HARDWARE SET e ¢
AS SCHEDULED %L
2’“3/4” A ® /
VERIFY W/ C,\‘
HARDWARE 3

ELEC. QUTLET
TEL. QUTLET

Tt
©

7q;‘ " \
6 L84 LIGHT SWITCH
DOTTED MINE
~

/ INDICATES LOCATIO

3'-10"

SCHEDULE

VERIFY
\

\B/&a OR 3

NOTE : INSTALL LOCAL ELECTRICAL AND TELEPHONE WALL
QUTLETS AND SWITCHPLATES AT NEAREST STUD FROM SCALED
LOCATION ON PLAN UNLESS SPECIFICALLY DIMENSIONED.

Scale: 3"=1"-0"

Not Used

NOTE: HEIGHTS ARE AS NOTED
UNLESS DIRECTED BY B/S TO
BE DIFFERENT

Scale: NTS

Typical Mounting Heights

MAX 10’

STRUCTURE
b—~}\\

MTL STUD (GA. TO MATCH

WALL STUDS) AT MAX.
8'—0" 0.C. AT ALTERNATE

SPECIFIED
FPARTITION

Scaje: 3/8"=1"-0"

SIDES

SUSPENDED
CEILING

Partition Bracing Detail

Scale: 3"=1"-0"

XTREME

CONSULTING GROUP, INC.

Carillon Point B3000
Floor 5

3500 Carillon Point
Kirkland, WA 98033

DESIGN JPC
DRAWN SG/AN
CHECKED CP/AN
NO. 12-0309

04/27/12 Permit Set

Construction Details &
Elevations

© 2011, JPG Architects, PLLC
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PROJECT
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